
 

 
Joseph Mastandrea 

Chief of Department

Kearny Fire Department 
Bureau of Combustibles 

109 Midland Avenue 
Kearny, NJ 07032-2718 

Ph: 201-955-7422 Fax: 201-998-8287 
Fire Emergency: Dial 911

  Permit Fee $54.00 

 

          APPLICATION LPG COOKING - Mobile Canteen Permit 
Conditions Imposed [X]   Type - 1 

 

   Complete this form and mail or bring to the above address 30 days prior to scheduled event. 
Permit  fee $54.00. Check payable to the Bureau of Combustibles KFD or exact cash amount. **Fee is non-refundable**  

Business Name   Date   
Applicant Name   Phone #   
Applicant Address   Cell #    
Email Address _____________________________________________________________________________ 
Location of canteen / lunch truck ___________________________ License Plate # / State _________________ 
VIN # _____________________________________________________ Vehicle Type ____________________ 
Make/Model/Year __________________________________________ 
Date(s) required    Annual  

       Setup Time (Ready for Inspection)   AM / PM 
       Description of Operation____________________________________________________________ 

       
                                   To reschedule, please call our Dispatch center at 201-955-1400. 

     CODE; 
5:70-2.7(a)3xii Any permanent cooking operation that requires a suppression system in accordance with N.J.A.C. 5:70-4.7(g) and is not defined as a life hazard use in 
accordance with N.J.A.C. 5:70-2.4. 

CONDITIONS and REQUIREMENTS: 

• The maximum amount of propane (on hand) shall be limited to the bottle in use and one (1) spare. 
• All tanks or cylinders shall be upright and secure to the vehicle. 
• All cylinders must be secured from tampering and falling over at all times. 
• A currently inspected fire extinguisher shall be on site and ready for use. Minimum 10lb. ABC or a K-extinguisher if cooking with 

deep fat or oil. 
• All cooking equipment is to be listed for COMMERCIAL USE and attended to during operations. 
• Propane valves shall be in the off position when not in use and secured from tampering. 

 
I hereby acknowledge that the information given is correct and that I am the owner or duly authorized person to act in the owner's 
behalf and as such, hereby agree to comply with the applicable requirement of the New Jersey Uniform Fire Code, as well as any 
specific condition imposed and, if not, this permit may be revoked and I will be subject to penalties as provided by Law. Per: 
N.J.A.C. 5:70-2.7. Permits required. 
 
 

Applicant's signature Title Date 
 

  Inspection Date: ________________________           Check/Receipt _________________________ Inspection Sticker No. ____________________ 
 

           Inspected by: ______________________________      Signature: ____________________________ 

 

 

 

 

For office use only 

Daniel Neves 
Fire Official 

T: 201-955-7422 
fireboc@kearnynj.org  

20260101 - MM 

 

mailto:fireboc@kearnynj.org


 

 

 
 
 

REQUIRED VENDOR DOCUMENTS 
 
 

• _ Driver’s License _ Registration  __ Insurance  Health Cert  

• __ Kitchen Suppression System (KSS) Report (last 6 months) 

__Plumbing Certificate/Letter   Hood Cleaning Reports) 

 

 
Propane System.  
 

 ☐LPG tanks are upright and secured. If stored in cabinet, the door must be labeled. 
 

 ☐Shut off supply valves on all LPG tanks are accessible. 
 

 ☐Fuel supply valves are in the OFF position when equipment is not in use or vehicle is in motion. 
 

 ☐On hard pipe systems, flex connector is needed between gas regulators and fixed pipe systems. 
 

 ☐Check supply hose for cracks and excessive wear. 
 

        ☐Check supply hose for abrasions and damage where it contacts or passes through port holes. 
 

 ☐Perform leak detection test on tank; regulator and assembly. 
 

       ☐Operator is to produce his/her own leak detection equipment for duration of events and testing when 
tanks switch. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

ON BOARD SAFETY SYSTEMS & EQUIPMENT 
 

 ☐If Grease Laden Vapors (GLV) cooking operation, a NFPA 96 compliant hood suppression system is required. 
 

 ☐If Grease Laden Vapors (GLV) cooking operation, a hood cleaning report is required. 
 

 ☐If Grease Laden Vapors (GLV) cooking operation, a class K fire extinguisher is required. Mounted near egress points on 
truck. 

 
 ☐A 10 lb. ABC type fire extinguisher (or equivalent) is required to be mounted near egress points on truck. 

 
 ☐If the generator is in a cabinet and mounted, the door is to be labeled. 

 
       ☐A 51b. ABC type extinguishers are required to be mounted on food carts. 

 
ON SITE 

 
 ☐Fire apparatus must have access to area, as well as to all hydrants and FD connections. 

 
 ☐"NO SMOKING" sign(s) to be posted in plain view of the public. 

 
 ☐Generator is separated from the public with barriers, fencing or other physical safeguards. 

 
 ☐Generator exhaust outlet is to be ten feet from any means of egress, building openings, air intakes and any other 
cooking operations. 

 
 ☐Equipment is not left unattended when it is still hot. 

 
 ☐Gas refueling takes place when generator is off and cooled down to avoid flashover. 

 
 ☐All supply valves to be shut down when not in use. 

 
☐Equipment is being used with vent sources (hatches, windows, doors, etc.) open. 

 
 ☐All equipment is to be maintained from grease build up and defects. 

 
IF SOLID FUEL IS USED (wood, briquette coal, etc.) 

 
 ☐Fuel is not stored closer than 3 feet to any heat source. 

 
☐Fuel is not to be stored over any heat source. 

 
☐Fuel is not stored near any combustible or flammable liquid, food supply, or chemicals. Fuel is not 

stored near ash removal cans. 

☐Have a closed metal container for all ashes. Lids in place. 
 

        ☐Ash, cinders and other fire debris are to be cooled down and removed in a closed container prior to transport. 
Never store inside cab of vehicle. 
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